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TORNADO CABLE BLOWER

� Designed to be safe, fast and effective, even on tough terrain 
� The "Tornado" cable blowing machine will move fiber optic cable

of 0.23 to 1.25 in. (5.84-32 mm) diameter at speeds to 300
ft./min. (90 m/min.) into pre-installed innerduct or
direct-buried duct

� It can accommodate innerduct from .75 to 2.48 in. (19-63 mm)
� A conversion kit allows the Tornado to place 12.7/10 mm, 12/10

mm, or 10/8 mm micro duct into the innerduct
� The Tornado includes clamps, collets and seals for one duct size

and one size range of cable

P/N Description Weight (kgs)
89000 Tornado Fiber Cable Blower w/PP 356 lbs. (161)  
89001 Tornado Fiber Cable Blower w/PP Metric 356 lbs. (161)
89003 Tornado Fiber Cable Blower w/o PP 202 lbs. (92)
34484 Power Pack Only 154 lbs. (70)
89013 Tornado Microtube Blower w/ PP 356 lbs. (161) 

TORNADO
COMPRESSOR

� This reliable & efficient
rotary screw compressor,
powered by a diesel
engine, provides a
maximum working
pressure of 175 psi

� The air output is filtered &
conditioned to optimize the
performance of our Tornado
Fiber Blower

� The maximum free air delivery
is 370 cubic feet/minute

� The unit is mounted on a two
wheeled trailer with brakes and
an adjustable towbar

� Compressor Aftercooler
also available

P/N Description Weight (kgs)
89015 Tornado Compressor 4152 lbs. (1883)
89009 Aftercooler System for Compressor 163 lbs. (74)

TORNADO CABLE FLEETER— The Fleeter replaces the manual
method of “figure eighting” cable, and provides protection and
security for the cable.

� Capacity: 10,000 ft. ½ In. (3048 m 13 mm)
� Length: 146 in. (371 cm)
� Width: 96 in. (244 cm)
� Track: 88 in. (224 cm)

P/N 89016   Cable Fleeter   Weight:1500 lbs. (680 kgs)
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A. TORNADO DUCT CLAMPS

P/N Duct Size (mm)
89033 0.75 in. (19) 
89021 1 in.  (25)
89041 1.25 in. (32)
89061 1.50 in. (38)  
89071 2 in. (51)

B. TORNADO DUCT SEALS

P/N Duct Size (mm)
89034 0.75 in. (19) 
89022 1 in.  (25) 
89042 1.25 in. (32) 
89062 1.50 in. (38)  
89072 2 in. (51)

C. TORNADO CABLE     
COLLETS AND GUIDES

P/N Cable Collet/guide
Size (mm) Required

89081 0.24-0.35 in. 1 Collet  Collet and giude
(6-8) (exit side) used together

89082 0.24-0.35 in. 1 Guide Collet and guide
(6-8) (in-feed side) used ogether

89083 0.35-0.47 in. 1 Collet Collet and guide
(9-12) (exit side) used together

89084 0.35-0.47 in. 1 Guide Collet and guide
(9-12) (in-feed side) used together 

89091 0.47-0.63 in. 2 Collets Same collet used
(12-16) in-feed and exit side

89092 0.63-0.79 in. 2 Collets Same collet used
(16-20) in-feed and exit side

89101 0.79-0.95 in. 2 Collets Same collet used
(20-24) in-feed and exit side 

89102 0.95-.1.10 in. 2 Collets Same colllet used
(24-28) in-feed and exit side

89107 1.10-1.26 in. 2 Collets Same collet used
(28-32) in-feed and exit side

D. TORNADO CABLE SEALS

P/N Cable Size* (mm)  
89085 0.23-0.29 in. (6-7.5)    
89086 0.29-0.35 in. (7.5-9)
89087 0.35-0.41 in. (9-10.5)
89088 0.41-0.47 in. (10.5-12)
89093 0.47-0.55 in. (12-14)
89094 0.55-0.63 in. (14-16)
89095 0.63-0.71 in. (16-18)
89096 0.71-0.79 in. (18-20)
89103 0.79-0.87 in. (20-22)
89104 0.87-0.95 in. (22-24)
89105 0.95-1.02 in. (24-26)
89106 1.02-1.10 in. (26-28) 
89110 1.10-1.18 in. (28-30)
89111 1.18-1.26 in. (30-32)
* Each pack contains 10 seals.

E. TORNADO CABLE
SEAL PLUGS

P/N Cable Size (mm)  
89125 0.23-0.29 in. (6-7.5)    
89126 0.29-0.35 in. (7.5-9)
89127 0.35-0.41 in. (9-10.5)
89128 0.41-0.47 in. (10.5-12)
89129 0.47-0.55 in. (12-14)
89130 0.55-0.63 in. (14-16)
89131 0.63-0.71 in. (16-18)
89132 0.71-0.79 in. (18-20)
89133 0.79-0.87 in. (20-22)
89134 0.87-0.95 in. (22-24)
89135 0.95-1.02 in. (24-26)
89136 1.02-1.10 in. (26-28) 
89162 1.10-1.18 in. (28-30)
89164 1.18-1.26 in. (30-32)
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OPTIONAL ACCESSORY CASES
� Heavy duty waterproof cases for

storing accessories mounted in
the Tornado 

� P/N 89840 stores five complete
sets of cable collets, guides, seals
and seal plugs; three complete
sets of duct clamps and seals;
one set of cable collets and
guides and one set of duct clamps
and seals

� Dimensions: 24.6 in. (625 mm)
x 19.7 in. (500 mm) x 8.6 in.
(218 mm)

� P/N 89168 is a
similar case except
that it will store only
one complete set of
cable collets, guides,
seals and seal plugs
and two complete
sets of duct clamps
and seals

� Dimensions: 28 in. (711mm) x 9 in. (228mm) x 4.5 in. (114 mm)

P/N Description Weight (kgs)
89168 Storage Box One Set: Collet, Clamp & Seal 4 lbs. (1.81) 
89840 Tornado Storage Case: Complete Outfit 15 lbs. (6.8)

POLYWATER DUCT PRELUBE 2000

� This prelube reduces frictional drag during
the blowing of outside plant cable into duct.
It increases the length of cable that can be
blown in a single shot.

� Prelube 2000™ can also be used to blow in
the microtubes intended to hold
future microcables

P/N Description Weight (kgs)
89141 Polywater Duct Prelube 25 lbs (11.5)/case

12 qts./carton
89199 Polywater Duct Prelube 38 lbs (17)/pail

5-gal./pail

CHAIN SPRAY — A special chain
formulation for use in lubrication of the
Tornado's drive chain without damage to the
polyurethane belt. Evaporates quickly leaving a
flexible clear film that repels dirt and water as
well as providing protection from rust. Can
also be used as a superior lubricant on any
other machine which uses a chain.

� Creates a dry, clear film that seals the chain
with a combination of LP3C, molybdenum
and PTFE which provides superior
lubrication resulting in longer chain and
sprocket life

� Seals original graphite lubricant to chain
� High penetration, powerful adhesion, no drips 
� Long term protection for industry conditions

P/N 29165  Chain Lubricant   Weight: 13 oz. (384ml)

JUNCTION BOXES

� The Junction Box is an
accessory for overriding
existing cable into an
occupied duct (space
permitting)

� One branch attaches to the
Tornado for placing the new
cable or micro ducts, while
the other branch seals off and holds the existing cable in the duct

� Contact GMP Tech Support for details on all components required

P/N Description Weight (kgs)
89008 Junction Box Multiple* 9 lbs. (4.1)
89066 Junction Box 1.25 in. Duct 14 lbs. (6.4) 
89067 Junction Box 1.50 in. Duct 14 lbs. (6.4) 

*Multiple sizes of duct.

89168

89840

89066

89008 Closed

89008 Open
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AIRSTREAM MICRO CABLE
BLOWER

� The AirStream has been
designed to maximize protection
for micro cables with a double
drive concept, backed by the
latest technology in servo controls to provide precise control of
torque and speed

� One person operation with safe, easy to operate ergonomic
controls combine with low maintenance and high reliability to
form the machine’s key features

� The AirStream is adjustable to suit a wide range of cable
diameters 2.5-11 mm OD and microducts ranging from
5-18 mm OD

� Generator available for areas with unreliable power.

P/N Description Weight (kgs)
89300 AirStream w/ Power Supply 31 lbs. (14)
89302 AirStream Generator 32 lbs. (15)

AIRSTREAM CABLE
GUIDE ASSEMBLY

AIRSTREAM TUBE AND COLLET
ASSEMBLY — In order to customize
your new "AirStream" to your application,
we ask that you pick one product from
each list on this page: the “Tube Collet
and Clamp Assembly”, the “Cable
Guide Assembly” and the “Cable Seal
Collet Assembly” lists. 

When ordering, please have Tube and
Cable dimensions available.

AIRSTREAM CABLE 
SEAL COLLET ASSEMBLY

P/N Description  Cable OD (mm)
89374 Cable Seal Assembly 2.5-3.0
89375 Cable Seal Assembly   3.0-3.8
89376 Cable Seal Assembly 3.8-5.0
89377 Cable Seal Assembly 5.0-6.4
89378 Cable Seal Assembly 6.4-8.0
89379 Cable Seal Assembly 8.0-9.5
89373 Cable Seal Assembly 9.5-11.0

AIRSTREAM TUBE COLLET AND CLAMP ASSEMBLY — 

89302

89300

P/N Description Cable OD (mm)
89306 Cable Guide Assembly  2.5-3.0
89307 Cable Guide Assembly 3.0-6.4
89503 Cable Guide Assembly 6.0-8.5
89304 Cable Guide Assembly 8.5-11.0

P/N Description Duct OD (mm) 
89310 Tube Collet Assembly 5 
89311 Tube Collet Assembly 7 
89312 Tube Collet Assembly 8 
89319 Tube Collet Assembly 8.5 
89313 Tube Collet Assembly 10 
89314 Tube Collet Assembly 12 
89315 Tube Collet Assembly 12.7 
89316 Tube Collet Assembly 14 
89317 Tube Collet Assembly 16 
89318 Tube Collet Assembly 18 
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BREEZE MICRO FIBER BLOWER — The "Breeze" cable blowing
machine is designed to meet the growing need for FTTX installations.

� Cable diameter 1-8.5 mm OD (1-2.5 mm blown fiber available
with add-on kit)  

� Duct diameter 4-18 mm 
� Speed 0-164 ft/min (0-50 m/min) 
� Two self-centering rollers push the micro fiber cable 
� Light weight aluminum housing

P/N Description Weight (kgs)
89010 Breeze Microfiber Blower 88.2 lbs. (40)

MICRO FIBER CABLE
BLOWER COMPRESOR
—  This reliable and
efficient screw compressor,
powered by a gasoline
engine, provides a
maximum working pressure
of 190 psi. The air output is
filtered and conditioned to
optimize the performance of
our Micro-Fiber Blowers.
The maximum free air deliver is 33 cubic feet/minute. The unit is
mounted on a two wheeled trolley for easy transportation. 

P/N 89011   Breeze Compressor   Weight: 420 lbs (191 kgs)

BREEZE CABLE COLLET ASSEMBLY — In order to customize
your new "Breeze" to your application, we ask that you pick one
product from each list on this page: the “Tube Collet Assembly”
(below), the “Cable Guide Assembly”(below) and the “Cable
Seal Collet Assembly” (below) lists.  When ordering, please have
Tube and Collet dimensions available.

BREEZE CABLE
GUIDE ASSEMBLY

BREEEZE CABLE SEAL 
COLLET ASSEMBLY 

P/N Description Cable OD (mm)
89530 Collet Assy 2.5-3.0  
89531 Collet Assy 3.0-3.8 
89532 Collet Assy 3.8-5.0 
89533 Collet Assy 5.0-6.4 
89534 Collet Assy 6.4-8.0  
89535 Collet Assy 8.0-8.5  

P/N Description Cable OD (mm)
89520 Cable Guide 2.5-3.8 
89521 Cable Guide 3.8-8.5 

P/N Description Duct OD
(mm)

89545 Tube Collet Assy 4 
89539 Tube Collet Assy 5 
89546 Tube Collet Assy 6 
89547 Tube Collet Assy 7
89540 Tube Collet Assy 8
89537 Tube Collet Assy 8.5
89541 Tube Collet Assy 10
89542 Tube Collet Assy 12
89543 Tube Collet Assy 12.7
89538 Tube Collet Assy 14
89544 Tube Collet Assy 16
89536 Tube Collet Assy 18



General Machine Products Company, Inc. • 3111 Old Lincoln Highway, Trevose, PA 19053 USA
Tel: +1.215.357.5500 • Fax: +1.215.357.6216 • Email: info@GMPtools.com • Web: www.GMPtools.com  6.03

Cable Blowing Equipment
Section 3

BREEZE CABLE SEAL PLUG

P/N 32906   Breeze Cable Seal
Plug  Weight: 2 oz. (57 g)

POLYWATER DUCT PRELUBE 5000 

� Prelube 5000™ is recommended for
blowing microfiber cable

� The chemistry allows this product to
spread further and reduce friction at
extremely low coating levels. 

P/N 89568  Polywater Duct Prelube 5000
Weight: 6 lbs. (2.7 kgs)/case.
Six 8 oz (0.24 L) squeeze botles/case

BREEZE BLOWN FIBER KIT — Designed for use with 0.19 in. (5
mm) microduct, this kit is required to customize your new Breeze for
0.03-0.07 in. (1-2 mm) blown fiber. The Breeze must be configured
with the 0.15-0.31 in. (3.8-8.0 mm) Cable Guide (89521) to use the
Blown Fiber Cable  Guide Inserts.

P/N 89592  Breeze Blown Fiber Kit Weight: 1.3 lbs. (0.6  kgs)

BREEZE DRIVE WHEELS —
Under certain conditions, e.g.
in series blowing where
lubricant is used, knurled metal
drive wheels offer increased
grip on the cable.

The kit contains a pair of
knurled stainless steel drive
wheels and a spring loaded
mechanism which allows the drive to compensate for variances in
cable diameter while applying a consistent force.

P/N 89692 Metal Drive Wheel Kit    Weight: 2.5 lbs. (1.1kgs)

BREEZE NITROGEN
BOTTLE KIT — Used with
bottled nitrogen in place of a
compressor for 5mm or
smaller microduct

� Quickly connects to the
Breeze hose via a twist
lock connector

� Hose is 12.5 feet long for easy setups 
� The regulator has easy to read 2 in. gauges
� The flexible hose is abrasion, weather and ozone resistant 
� Inlet connection is CGA 580

P/N 89743   Breeze Nitrogen Bottle Kit   Weight: 4.5 lbs. (2 kgs) 

MICROFIBER CABLE
FLEETER — The Micro Cable
Fleeter replaces the manual
method of “figure eighting”
cable at the midpoint only, and
provides protection and
security for the cable.

� Cable diameter 5–8.5 mm
(0.196–0.334 in.) OD Max

� Cable Length 6500 Feet
(2000 Meters)  

Dimensions: 
Basket Diameter: 47.25 in. (1200 mm) 
Max Width: 50.6 in. (1825 mm) 
Height 55.9 in. (1420 mm) 

P/N 89002   Microfiber Cable Fleeter   Weight: 99 lbs. (45 kgs)
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TRIPOD MOUNT KIT

� Lightweight and durable
� Positive locking clamps 
� Aluminum alloy construction
� Flat head design
� Built-in shoulder strap 
� Max working height 63 in. (160 cm)  

P/N 89945 Tripod Mount Kit
Weight: 9 lbs. (4.1 kgs)

WHISPER MICRO CABLE BLOWER —  

� The Whisper provides for quick and easy component changes for
different cable or duct sizes

� Compact size and portable maneuverability make the Whisper
ideally suited for external or in-building use

� The rollers, powered by most types of cordless drills, control the
microfiber as it is propelled into the microduct

� Electronic monitoring system provides read-out of speed
and distance

P/N 89910 The Whisper Cable Blower  Weight: 12 lbs. (5.4 kgs)

WHISPER TUBE COLLET
AND CLAMP ASSEMBLY 
In order to customize your new
"Whisper" to your application,
we ask that you pick one
product from each list on this
page: the “Tube Collet and
Clamp Assembly” (below),
and the “Cable Seal Collet
Assembly” lists. When
ordering, please have Tube and Cable dimensions available.

P/N Description Duct OD
(mm) 

89918 Collet Assy 4 
89919 Collet Assy 5 
89920 Collet Assy 8.5 
89922 Collet Assy 10 
89923 Collet Assy 12 
89921 Collet Assy 12.7 
89924 Collet Assy 18

WHISPER CABLE 
SEAL COLLET ASSEMBLY

P/N Description  Cable OD
(mm)

89930 Seal Assy   2.0 - 2.5
89931 Seal Assy 2.5 - 3.0
89932 Seal Assy 3.0 - 3.8
89933 Seal Assy 3.8 - 5.0
89934 Seal Assy 5.0 - 6.4
89935 Seal Assy 6.4 - 8.5

P/N Description Duct OD
(mm)

89556 Spare O Ring 4
89549 Spare O Ring 5
89550 Spare O Ring 8 - 8.5 
89551 Spare O Ring 10 
89552 Spare O Ring 12 - 12.7
89558 Spare O Ring 18 
*Each pack contains 5 rings.                                       

SPARE TUBE SEAL O RINGS*

P/N Description  Cable OD
(mm)

89509 Spare Seal  2.0 - 2.5
89510 Spare Seal   2.5 - 3.0
89511 Spare Seal 3.0 - 3.8
89512 Spare Seal 3.8 - 5.0
89513 Spare Seal 5.0 - 6.4
89514 Spare Seal       6.4 - 8.5
*Each pack contains 5 seals.                                              

SPARE CABLE SEAL*

DRILL STAND

� This option helps support
the drill for long fiber
blows.

� Attaches to the tripod and
fully adjustable for most
drills

P/N 89948 Drill Stand
Weight: 2 lbs. (0.91 kgs)
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SPLIT ALUMINUM DUCT
COUPLERS — This series of
reusable air-tight aluminum
duct couplings are ideal for
both temporary and permanent
installations.

� The coupling body, rubber
gasket, and stainless steel
fasteners are essentially
impervious to corrosion

� No special tools are required
to install the couplings

P/N Nominal Size (mm) Duct OD (mm)
70692 1 in. (25.4) 1.3 in. (33.0)
70693 1.25 in. (31.8) 1.6 in. (40.6)
70694 1.5 in. (38.1) 1.9 in. (48.3)
70695 2 in. (50.8) 2.4 in. (61.0)

CONDUIT COUPLERS —   The Double E-Loc® coupling joins
both smooth and ribbed HDPE innerduct. The coupling is pressure
tight to internal pressures above 200 psi unrestrained or buried. 

Transition Couplings
P/N From OD To OD

(in.) (in.)
70559 1.660 (1.25) 1.315 (1)

70560 1.900 (1.5) 1.660  (1.25)

70561 2.375  (2) 1.900 (1.5)

70562 2.375 (2) 1.660 (1.25)

Plastic Duct Couplings
P/N Nominal Duct Cpig. Length Force Req.

Size & Type OD When Tight To Pull From 
Coupling

70555 1 in. IPS Sm. Wall 1.315 in. 6.25 in. 1000+
1 in. Ribbed

70556 1.25 in. IPS Sm. Wall 1.660 in. 6.25 in. 1100-1370

70557 1.5 in. IPS 1.900 in. 8.25 in. 1800+

70558 2 in. IPS SDR 11 2.375 in. 8.50 in. 2900-3000 
SDR 13.5 2300-2500
Aerial 2300

PARACHUTE INFLATABLE
CARRIERS

� For 1-2 in. (25-51 mm)
diameter innerduct

� Used for air-assist pulling
through occupied innerducts

� Constructed of high denier
nylon for durability

P/N Description (mm) Weight (g)
89830 Parachute for 1 in. (25) 2 oz. (57)

89831 Parachute for 1.25 in. (32) 2 oz. (57)

89832 Parachute for 1.5 in. (38) 3 oz. (85)

89833 Parachute for 2 in. (51) 3 oz. (85)

MICRO DUCT CUTTER —
Will cleanly cut micro duct up
to 0.75 in. (19 mm).

� A hardened steel blade is
mounted to a sturdy plastic
spring-action frame 

� Just align your duct with the
blade and the "V" anvil and
squeeze

� Blade is easly replaced by
removing two screws

P/N Description Weight (g)
89565 Micro Duct Cutter .75 in. OD 3 oz. (85)
70534 Replacement blade 1 oz. (28)

MOUNTING PLATE

This handy mounting plate
attaches to the bottom of
the Whisper and gives you
a large attachment point
from which you can secure
the machine to a number of
different surfaces. Comes
complete with hardware.

P/N 89947 Mounting Plate   Weight: 1 lb. (0.45 kgs)

BOTTLED NITROGEN KIT

� Quickly connects to the Whisper via
a quick coupling

� Hose is 12 1/2 ft. (3.8 m) long  for
easy set-ups 

� Inlet connection is CGA 580

P/N 89742 Bottled Nitrogen Kit
Weight: 4.5 lbs. (2 kgs)
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CORDLESS DUCT SLITTER
— The new GMP Cordless
Duct Slitter is designed to be
both rugged and economical.
Based on a proven design, our
slitter will save you both time
and effort.

� Quickly slits long sections
of duct

� Adjustable depth of cut
� Works on 1-6 in. ducts

P/N Description Weight (kgs)
70427 Cordless Slitter 1-2 in. Duct 6 lbs. (2.72)
70546 Cordless Slitter 3 in. Duct 6 lbs. (2.72)
70547 Cordless Slitter 4 in. Duct 6 lbs. (2.72)
70548 Cordless Slitter 5 in. Duct 6 lbs. (2.72)
70657 Cordless Slitter 6 in. Duct 6 lbs. (2.72)
70426 Replacement Blade 0.1 lbs. (0.05)
70507 Battery Charger 1 lb. (0.45)
70519 12V Battery 1 lb. (0.45)

C CABLE SHEATH
SLITTER — Used for
making longitudinal
slits in poly sheathed
cable or microduct,
this simple tool is
composed of a hook-
shaped steel blade
that's welded to a
nickel plated
steel handle.

� Each slitter also comes with a snap-on leather guard to protect it
while it's being stored 

� The handle is plastisol coated for better grip

P/N 07575   C Cable Sheath Slitter   Wt. 13.5 oz. (400 g)

LONGITUDAL DUCT SLITTER —
This device is a mechanically-
assisted, hand-operated tool designed
to make longitudinal slits in long
lengths of innerduct.

� Works with innerduct from
1.25-2 in. (31.8-50.8 mm) 

� Excellent for use with High Density
Polyethylene (HDPE) & Medium
Density Polyethylene (MDPE)

� Ratchet design is safer for both
user & cable as compared to
sheath knives

� Regulated cutter depth control for wall thicknesses .150 -.275 in.
(3.8-7 mm) 

� Comes with a leather storage pouch and blade protector
Note: User supplies standard 3/8 in. (9.5 mm) drive ratchet wrench

P/N Description Weight (kgs)
10900 Longitudinal Duct Slitter 3 lbs. (1.5)
10901 Double-sided Replacement Blade 3.2 oz. (.09) 

CABLE SHEATH AND
INNERDUCT CUTTER —
An ingenious tool with a
ratcheting design that
longitudinally slits the outer
sheath of telecom cables

� Works with cable from
0.5 - 4 in. (12.7-102 mm)

� Ratchet design is safer for
both user & cable compared to sheath knives

� Can slit from either an open end of cable or mid-section 
� Regulated cutter depth control minimizes conductor damage 
� Also effective on innerduct  

P/N Description Weight
10923 Cable Sheath Slitter 2 lbs. 11 oz. (1.2 kg)
10901 Double-sided Replacement Blade 1 oz. (28 g)
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TUBING CUTTER —
Make precise cuts around
innerduct diameters up to 
3-3/8 in. (88 mm).

� Used primarily for allowing
access to fiber already
placed inside of innerduct
when it needs to be
repaired, or broken out, the
tubing cutters provide a
clean cut every time

� The special wheel allows it
to cut a wide variety of
plastic pipe and tubing

P/N Description Weight
10912 Innerduct Cutter for  2 lbs. 11 oz. (1.2 kg)

3/8 - 3 1/2 in. (9.5-89 mm)
10911 Replacement Wheel 1 oz. (28 g)

INNERDUCT CUTTER —
The Scissor-Style Cutter is an
easy-to-use tool that can cut
up to 1.25 in. (31.8 mm)
SDR innerduct.

� The cutter features a
pronounced cradle to hold
tubing firmly and
comfortable, ergonomic,
textured handles for a reliable grip 

� The X-CEL Blade features a reversible, quick-change design and
can be replaced without a tool

P/N Description Weight (g)
70690 Innerduct Cutter up to 0.5 lbs. (227)

1.25 in. (31.8 mm) SDR
70691 Replacement Blade 1 oz. (28)

ROPE ADAPTER — Allows for a range of rope diameters to be
used with the Seal-off Control Valve.

P/N Description (mm) Weight (g)
29448 Rope Adapter 3/16 in. (5) 2 oz. (57)
29446 Rope Adapter 1/4 in. (6) 2 oz. (57)
29447 Rope Adapter 3/8 in. (10) 2 oz. (57)

SEAL-OFF CONTROL VALVE
Utilizing a ball valve with a safety
locking lever, the Control Valve
allows control of air flow. It is
equipped with a  Chicago fitting
for connecting to the air supply.
There is a quick disconnect fitting
for attachment of sealoffs. Also,
it comes standard with a solid plug
in lieu of a rope adapter for
pressurizing ducts.

P/N 89801   Seal-off Valve Control
Weight: 3 lbs. (1.36 kg) 

INNERDUCT SEAL-OFF —
Featuring quick disconnects for
connection to the control valve.
Seal-offs insert into the
innerduct and twist tight to seal.

P/N Description (mm) Weight (kgs)
89804 Duct Seal-off 1 in. (25) 1.5 lbs. (0.68)
89805 Duct Seal-off 1.25 in. (32) 2 lbs. (0.90)
89806 Duct Seal-off 1.5 in. (38) 3.3 lbs. (1.5 )
89807 Duct Seal-off 2 in. (51) 5 lbs. (2.27) 
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BLOW GUN KIT

P/N Description (mm) Weight (kgs)
89815 Blow Gun Kit 1.25 in. (32) Duct 4.6 lbs. (2.08)
89816 Blow Gun Kit 4 in. (102) Seal-off 11.23 lbs. (5.09)

CONDUIT SEAL-OFF —
Securely fits into a duct with a
turn of the wing-nut handle,
expanding the two rubber
plugs for a firm seal. 15 psi
(1 bar) maximum.

P/N Duct Size (mm) Weight (kgs)
89808 2 in. (51) 6.2 lbs. (2.8)
89809 3 in. (76) 7.3 lbs. (3.3)
89810 3.5 in. (89) 8.1 lbs. (3.7)
89811 4 in. (102) 9 lbs. (4.1)
89812 4.5 in. (114) 9.7 lbs. (4.4)
89813 5 in. (127) 13.1 lbs. (5.9)

CONDUIT SEAL-OFF CASE
— This durable plastic box
ensures that your conduit
blowing accessories stay
together and are protected
from damage. 

P/N 89820   Optional Carry
Case for Conduit Seal-offs   Weight. 5 lbs. (2.3 kgs)

DUCT PROJECTILES —
Constructed of molded rubber
cones fastened to a heavy duty
metal rod with fastening rings.
Projectile is easily blown
through duct with our line-
blowing kit.

P/N Description (mm) Weight (kgs)
70505 Duct Projectile for 1 in. (25) 5 oz. (0.14)
70506 Duct Projectile for 1.25 in. (32) 5 oz. (0.14)
70508 Duct Projectile for 1.38 in.(35) 6 oz. (0.17)
70509 Innerduct Projectile for 1.5 in. (38) 8 oz. (0.23)
70510 Duct Projectilefor 1.5 in. (38) 8 oz. (0.23)
70511 Duct Projectile for 1.88 in. (48) 9 oz. (0.26)
70512 Innerduct Projectile for 2 in. (50) 12 oz. (0.34)
70513 Duct Projectile for 2 in. (51) 12 oz. (0.34)
70514 Duct Projectile for 2.5 in. (64) 15 oz. (0.43)
70515 Duct Projectile for 3 in. (76) 1 lb. (0.45)
70516 Duct Projectile for 4 in. (102) 1 lb. (0.45)
70517 Duct Projectile for 5 in. (127) 1.1 lbs. (0.5)
70518 Duct Projectile for 6 in. (152) 1.2 lbs. (0.54)

MISSILE LINE CARRIERS

� Fast blowing and vacuuming
of 2-6 in. (50.8-152 mm)
diameter conduit by low-
friction plastic carriers

� Easily removed from conduit
if stuck or jammed

P/N Description (mm) Weight (g)
70527 Missile for 2 in. (51) conduit 0.1 lbs. (45)
70528 Missile for 3 in. (76) conduit 0.3 lbs. (136)
70529 Missile for 4 in. (102) conduit 0.3 lbs. (136)
70531 Missile for 5 in. (127) conduit 0.4 lbs. (181) 
70532 Missile for 6 in. (152) conduit 0.5 lbs. (227) 

89815
1.25 in. Blow Gun Kit

89816
4 in. Blow Gun Kit



General Machine Products Company, Inc. • 3111 Old Lincoln Highway, Trevose, PA 19053 USA
Tel: +1.215.357.5500 • Fax: +1.215.357.6216 • Email: info@GMPtools.com • Web: www.GMPtools.com  12.03

Cable Blowing Equipment
Section 3

FOAM LINE CARRIERS

� For 0.5-6 in. (12.7-152 mm)
diameter conduit

� Cleans water and debris
from most conduit – Rigid,
EMT, IMC, PVC or flexible

� For use with any type of
blower or vacuum system

P/N Foam Line Carrier Weight (kgs)
Size (mm)

70533 0.5 in. (13) 0.3 lbs. (0.13)
70534 0.75 in. (19) 0.3 lbs. (0.13)
70535 1 in. (25) 0.4 lbs. (0.18)
70536 1.25 in. (32) 0.4 lbs. (0.18)
70537 1.5 in. (38) 0.4 lbs. (0.18)
70538 2 in. (51) 0.4 lbs. (0.18)
70539 2.5 in. (64) 0.6 lbs. (0.27)
70540 3 in. (76) 0.6 lbs. (0.27)
70541 3.5 in. (89) 0.6 lbs. (0.27)
70542 4 in. (102) 0.6 lbs. (0.27)
70543 5 in. (127) 0.8 lbs. (0.36)
70544 6 in. (152) 0.8 lbs. (0.36)

SONDE TRANSMITTER AND MISSILES

P/N Sonde Transmitter Weight (kgs)

88283 Sonde Super Small M10 End Cap  3 oz. (0.1)

P/N Sonde Missile Weight (kgs)

89396 1 in. Duct - SDR 9, 11, 13.5, 15.5  1 lb. (0.45)
88285 1-1/4 in. Duct  - SDR 9, 11  1 lb. (0.45)
88286 1-1/4 in. Duct  - SDR 13.5, 15.5, 17  1 lb. (0.45)

1-1/2 in. Duct  - SDR 9
88287 1-1/2 in. Duct  - SDR 11, 13.5, 15.5  1 lb. (0.45)
88288 2 in. Duct - SDR 9, 11,13.5, 15.5  1 lb. (0.45)

INFLATABLE LINE
CARRIERS

� For 0.75-6 in. (19-152 mm)
diameter conduit.

� Each inflatable line carrier
adjusts to fit the conduit;
four items cover a range of
eleven diameters of Rigid,
IMC, EMT, PVC or flexible conduit, or single-bore duct

� Heavy-gauge waterproof woven nylon assures long life

P/N Conduit Size (mm) Weight (kgs)
70491 0.75 in. (19), 1 in. (25) and 1.25 in. (32) 0.6 lbs. (0.27)
70498 1.5 in. (38), 2 in. (51) and 2.5 in. (64) 0.6 lbs. (0.27)
70499 3 in. (76), 3.5 in. (89) and 4 in. (102) 0.6 lbs.(0.27)
70500 5 in. (127) and 6 in. (152) 0.8 lbs. (0.36) 

Portable Fiber Optic Cable Placement

GMP BREEZE & TORNADO
CABLE BLOWING MACHINES
� 0.039 to 0.334 in. (1.0 to 8.5 mm) fiber optic cable O.D. (Breeze)
� 0.25 to 1.25 in. (6 to 32 mm) fiber optic cable O.D. (Tornado)
� Speeds up to 164 ft./min.(50 m/min.) into pre-installed micro duct (Breeze)
� Speeds up to 300 ft./min. (90m/min.) into pre-installed 1 to 2.5 in.

(25 to 63 mm) diameter duct (Tornado)
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